
Manual stop requested in contactor pulse mode

StoDp $PlcFo.ManStopDp $PlcMain.OpManStop

Dp $PlcFo.AutoMode

Dp $PlcMain.OpNoLocal And

And34Dp $PlcFo.LocalMode

And

And33

Dp $PlcMain.ManStart Wait

Wait0
1

Dp $PlcFo.PulseControl

And

And32

Dp $PlcFo.Feedback

Or

Or24

Dp $PlcFo.ForceMan

Dp $PlcMain.OpExtOnly

Dp $PlcMain.OpExtAndIntMan And

And31

CStoSp

con

DSup5.DetectText

CStoSp

con

DSup3.DetectText

CStoSp

con

DSup2.DetectText

CStoSp

con

DSup4.DetectText

CStoSp

con

DSup1.DetectText

FirstScan

And

And30Dp $PlcMain.OpDisableLocalAlarm

Or

Or23

And

And29

Dp $PlcFo.ExtControl

Dp $PlcMain.OpExtAndIntMan

Indicators Local

Indicators Extern

Start, Stop button

Auto and Man button

Auto and Man button

Start, Stop button

Dp $PlcMain.OpExtOnly

Dp $PlcMain.OpExtAndIntMan

Dp $PlcMain.OpIntOnly

And

And28

StoDp $PlcMain.ExternOrdHide

Dp $PlcMain.OpExtOnly

Dp $PlcFo.Ready

And

And27

Dp $PlcFo.ExtControl

And

And26

Dp $PlcMain.OpExtAndIntMan

And

And25

Or

Or22

Dp $PlcMain.OpExtOnly
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Functionobject
CompModeD
Start/Stop, Manual/Auto, Local/Remote

Class-CompModeDFo-Code
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Dp $PlcMain.OpNoLocal And

And24Dp $PlcFo.LocalMode

Dp $PlcMain.ManStart

And

ToggleStart

Edge

Edge4

1 = Auto mod
0 = Manual mod

Indicator "Extern/Auto" go low in local mod
and no Auto/Man button.
Dp $PlcMain.OpExtAndIntMan

Dp $PlcMain.OpExtOnly

Dp $PlcFo.LocalMode

Or

Or21

And

ForceToMan3

And

ResetExtern

And

ExtAndIntMan

Dp $PlcFo.ExtControl

Dp $PlcMain.OpExtOnly

Or

Or20

Or

Or17

Dp $PlcFo.Ready

Dp $PlcMain.OpMan

Dp $PlcMain.OpNoAutoToMan

And

And17

Or

Or15

StoDp $PlcMain.ManOrdHide

Dp $PlcMain.OpExtAndIntMan

Dp $PlcMain.OpExtAndIntMan

And

NoOnlyExt

Or

AutoOn

Dp $PlcMain.OpNoAutoToMan

Dp $PlcMain.OpNoAutoToMan And

ForceToMan1

Or

Or13

Dp $PlcMain.OpIntOnly

StoDp $PlcMain.ManAutoHide

Dp $PlcMain.OpIntOnly

Dp $PlcMain.OpNoLocal And

And14

Dp $PlcFo.AutoMode And

AutoMod

Dp $PlcMain.OpManStop

Dp $PlcMain.OpManStart Or

Or12

Auto

B-alarm

Sp $PlcMain.AlarmNotManOrd

DSup DSup5 Automode active. Manual start/stop order is not allowed

Dp $PlcMain.OpNoLocal StoDp $PlcMain.LocalModHide

StoDp $PlcMain.ManModDim

Dp $PlcMain.OpIntOnly

Dp $PlcFo.Ready

StoDp $PlcMain.AutoModDim

Not ready automatic (interlocks)

B-alarm

Sp $PlcMain.AlarmNotReadyA

DSup DSup4 Check interlocks. Automode is not allowed, not readyAnd

NotReadyA

Dp $PlcMain.OpAuto

Backup

Dp $PlcFo.AutoMode Backup Backup0

Dp $PlcMain.OpManStop

Dp $PlcFo.Order StoDp $PlcMain.Order

Dp $PlcFo.Ready StoDp $PlcMain.Ready

Show letters in HMI
L = Local mod
M = Manual mod
LM = Local and manual mod
No letters  = Auto mod


Show manual and local in HMI

CStoSp

con

$PlcMain.IndMode

CStoSp

con

$PlcMain.IndMode

CStoSp

con

$PlcMain.IndMode

CStoSp

con

$PlcMain.IndMode

And

Manual

And

LocMan

And

Loc

And

NoText

Dp $PlcFo.LocalMode

Dp $PlcFo.AutoMode

Local

Local

Not ready manual (interlocks)

Dim pushbuttons and indicators in HMI

Dp $PlcFo.AutoMode

Dp $PlcFo.LocalMode

StoDp $PlcMain.ManOrdDimOr

Or7

B-alarm

Sp $PlcMain.Alarm2LocalMod

DSup DSup3 Local mode is activatedDp $PlcFo.LocalMode

Dp $PlcMain.OpManStop

Dp $PlcMain.OpManStart Or

Or5

Dp $PlcFo.LocalMode

Sp $PlcMain.Alarm1LocalMod

DSup DSup2 Local mode is activated, remote control is not allowed

B-alarm

And

LocalMod

Alarm and text

B-alarm

Sp $PlcMain.AlarmNotReadyM

DSup DSup1 Check interlocks. Man start is not allowed, not ready

Dp $PlcFo.Ready

And

NotReadyM

Dp $PlcMain.OpManStart

Order start

Manual start

Auto/Manual

Order

Dp $PlcMain.ManStart

Dp $PlcFo.AutoMode

And

ManStart2

Or

ManStop

Dp $PlcMain.OpManStart

Or

ManStart1

Dp $PlcFo.Feedback

And

AutoToMan

Dp $PlcFo.Feedback StoDp $PlcMain.Feedback

Dp $PlcFo.LocalStart

Dp $PlcFo.LocalMode And

LocalStart

Dp $PlcFo.Ready

Dp $PlcFo.AutoMode StoDp $PlcMain.AutoMode

Dp $PlcFo.AutoMode

Or

Man

Dp $PlcMain.OpMan

Dp $PlcMain.OpAuto

Dp $PlcFo.ExtStart

And

AutoStart

SetDp $PlcMain.ManStart

ResDp $PlcMain.ManStart

And

Auto

SetDp $PlcFo.AutoMode

ResDp $PlcFo.AutoMode

StoDp $PlcFo.OrderOr

Start

NB!
The attribute below must always placed last in this PlcPgm.

Functionobject
CompModeD
Start/Stop, Manual/Auto, Local/Remote
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Functionobject
CompModeD
Start/Stop, Manual/Auto, Local/Remote

ResDp $PlcMain.OpManStart

ResDp $PlcMain.OpManStopResDp $PlcMain.OpMan

ResDp $PlcMain.OpAuto

Functionobject
CompModeD
Start/Stop, Manual/Auto, Local/Remote

Functionobject
CompModeD
Start/Stop, Manual/Auto, Local/Remote
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Dp $PlcFo.LocalStart StoDp $PlcMain.LocalStart

StoDp $PlcMain.LocalModeDp $PlcFo.LocalMode

Interface "graph" between object and PlcPgm

Interface graphname:

LocalMode = loc
LocalStart = lst
ManStart = mst
ExtControl = eco
ExtStart = est
Ready = rdy
Feedback = fb

Order = ord
AutoMod = aut
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